Spugna Pro Starlike®

Technical Specifications

Item 128G0001

Product description Pro sponge made from flexible, open-pored polyurethane foam, for the
perfect cleaning of decorative epoxy gels from the Starlike® range
Performance Ideal for finishing grouting work carried out with Starlike® Pro, Starlike®
Crystal and Starlike® Easy epoxy gels.
Quick and easy application
Reduced consumption
Also suitable for external flooring and cladding
PrOdUCt Performance Product Reference standard
g . Density 27-33 kg/m® DIN EN ISO 845
specifications Compressive strength at 40% 2.5-4.5 kPa DIN EN ISO 3386-1
Tensile strength > 180 kPa DINENISO 1798
Elongation at break <1.5mm/m DINEN SO 1798

Cleaning and
finishing

Surface cleaning and the finishing of the grouting must be carried out whilst
the product is still fresh, taking care not to empty the joints and without
leaving any streaks.

Wet the grouted surface with clean water and work in the grout using
Starlike® Pro felt, using circular movements to ensure the joints are
completely filled and to remove any excess product from the surface.

Carry out a second pass with the damp Pro Starlike® sponge made of
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Sweepex to achieve a smooth, compact surface, completely removing the
product from the tiles without emptying the grout lines and wiping away any
excess water.

To make cleaning easier, we recommend using two bowls of water at the
same time: one for rinsing the felt and sponge, and the other for the final
clean of the surface with clean water.

When the felt and sponge are saturated with resin and can no longer be
cleaned, they must be replaced.
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